
CEC-RPS-1B-S3
Pre-Certification Supplement 3 -Small Hydroelectric
California Renewables Portfolio Standard Program

―All information on this form and any attachments is subject to public disclosure―

Section I:  Applicant Information

Name of Applicant:

Company Name:

Person Completing Form (if different from Applicant):

Section II:  Facility Information

Name of Facility:

Location (provide street address of facility or attach legal description of site):

City:                                                             County:                                                           State:

CEC-RPS#      (ID# issued under the Renewables Portfolio Standard, if application is amendment or renewal)

Section III:  Pre-Certification
Additional Required Information for Small Hydroelectric Applicants
1.  Does/will the facility use pumped storage for electricity generation?       Yes       No

If yes, applicant certifies that the facility meets all of the following requirements:
The facility meets the RPS eligibility requirements for small hydroelectric facilities in #4 below, and
The electricity used to pump the water qualifies as RPS-eligible. (The amount of energy that may qualify for
the RPS is the amount of electricity dispatched from the system.)

A facility certified as RPS-eligible may include an electricity storage device if it does not conflict with other RPS-
eligibility criteria, but the storage unit itself will not be separately certified.

2. Is/will the facility (be) a small conduit hydroelectric facility?      Yes (If yes, skip to #5)         No

3. RPS Eligibility for Small Hydroelectric Facilities

Choose ONE

     If facility commenced/will commence commercial operations before January 1, 2006,
applicant certifies that the facility meets all of the following requirements:

Is 30 MW or less in capacity, with an exception for eligible energy efficiency
improvements as discussed below.
Located in-state or satisfies out-of-state requirements.
Under contract to or owned by a retail seller as of December 31, 2005.

Eligible Efficiency Improvements: If efficiency improvements undertaken after January 1, 2003,
cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion
of water from a watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-
eligible.
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     If facility commenced/will commence commercial operations or was/will be
repowered on or after January 1, 2006, applicant certifies that the facility meets/will
meet all of the following requirements:

Is 30 MW or less in capacity, with an exception for eligible energy efficiency
improvements as discussed below.

Located in-state or satisfies out-of-state requirements.

Does not require a new or increased appropriation or diversion of water from a
water course.

Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility
commences commercial operations cause facility to exceed 30 MW and do not require a new or
increased appropriation or diversion of water from a watercourse, facility shall not lose RPS
eligibility and all capacity shall be RPS-eligible.

4. RPS and SEP Eligibility for Small Hydroelectric Facilities

     For SEP eligibility, applicant certifies that the facility meets/will meet all of the following requirements:

Commenced operations or was repowered on or after January 1, 2006.

Is 30 MW or less in capacity, with an exception for eligible efficiency improvements.

Located in-state or satisfies out-of-state requirements.

Does not require a new or increased appropriation or diversion of water under Water Code Section
1200 et seq. or any other provision of law authorizing an appropriation of water.

Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility commences commercial
operations cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion of water from a
watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-eligible. However, the facility may only
qualify for SEPs for a capacity of up to 30 MW.

5. RPS Eligibility for Small  Conduit Hydroelectric Facilities

     If facility commenced commercial operations before January 1, 2007, applicant
certifies that the facility meets all of the following requirements:

Is 30 MW or less in capacity, with an exception for eligible energy efficiency
improvements as discussed below.

NOT located on Federal lands and utilizes for its generation only the hydroelectric
potential of a manmade conduit, which is operated for the distribution of water for
agricultural, municipal, or industrial consumption and NOT primarily for the
generation of electricity as specified in Section 823(a) of Title 16 of the United
States Code.
Located in-state or satisfies out-of-state requirements.

Eligible Efficiency Improvements: If efficiency improvements undertaken after January 1, 2003,
cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion
of water from a watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-
eligible.

Choose ONE

     If facility commenced/will commence commercial operations on or after
January 1, 2007, applicant certifies that the facility meets/will meet all of the following
requirements:

Is 30 MW or less in capacity, with an exception for eligible energy efficiency
improvements as discussed below.
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NOT located on Federal lands and utilizes for its generation only the hydroelectric
potential of a manmade conduit, which is operated for the distribution of water for
agricultural, municipal, or industrial consumption and NOT primarily for the
generation of electricity as specified in Section 823(a) of Title 16 of the United
States Code.
Located in-state or satisfies out-of-state requirements.

Does not require a new or increased appropriation or diversion of water from a
watercourse.

Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility
commences commercial operations cause facility to exceed 30 MW and do not require a new or
increased appropriation or diversion of water from a watercourse, facility shall not lose RPS
eligibility and all capacity shall be RPS-eligible.

6. RPS and SEP Eligibility for Small Conduit Hydroelectric Facilities

     For SEP eligibility, applicant certifies that the facility meets/will meet all of the following requirements:

Commenced operations or was repowered on or after January 1, 2007.

Is 30 MW or less in capacity, with an exception for eligible efficiency improvements.

NOT located on Federal lands and utilizes for its generation only the hydroelectric potential of a manmade
conduit, which is operated for the distribution of water for agricultural, municipal, or industrial consumption
and NOT primarily for the generation of electricity as specified in Section 823(a) of Title 16 of the United
States Code
Located in-state or satisfies out-of-state requirements.

Does not require a new or increased appropriation or diversion of water under Water Code Section 1200 et
seq. or any other provision of law authorizing an appropriation of water.

Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility commences commercial
operations cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion of water from a
watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-eligible. However, the facility may only
qualify for SEPs for a capacity of up to 30 MW.

7. Permits and Licenses for Small Hydroelectric and Small Conduit Hydroelectric Facilities

A new or repowered small hydroelectric or small conduit hydroelectric facility is not eligible for the RPS or SEPs if it
requires/will require any of the following:

Facility located within California Facility located outside California

A new or revised permit from the State Water
Resources Control Board for a new appropriation of
water.

A new permit or license from the SWRCB for a new
diversion of water.

An increase in the volume or rate of water diverted
that would require a new permit or license from the
SWRCB.

An increase in the volume or rate of water diverted
under an existing right, even if such a change would
not require a water right permit, license or statement
from the SWRCB.

A new permit or license from any government body
for a new appropriation of water.

A new permit or license from any government body
for a new diversion of water.

An increase in the volume or rate of water diverted
under an existing right, even if such a change would
not require a new permit, license or statement from
any government body.
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Note: If a new or repowered small hydroelectric facility or conduit hydroelectric facility located in-state or out-of-state can
demonstrate that it could operate without a new or increased appropriation or diversion of water, it may be eligible for the RPS
and SEPs.

Attach the documentation specified in the section titled "Supplemental Instructions for Small Hydroelectric
and Small Conduit Hydroelectric Facilities" in the Renewables Portfolio Standard Eligibility Guidebook

Applicant's signed attestation on Form CEC-RPS-1B applies to the information provided herein.
For pre-certification, complete all applicable portions of this Supplement and submit with

completed and signed CEC-RPS-1B form and all necessary attachments to:

California Energy Commission
Attn:  RPS Pre-Certification

1516 Ninth Street, MS-45
Sacramento, CA 95814

REMINDER:
HAVE YOU INCLUDED

ALL NECESSARY ATTACHMENTS?
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Kate Zocchetti
D:20070319113829- 07'00'
D:20070319113840- 07'00'
CEC-RPS-1B-S3 
Pre-Certification Supplement 3 -Small Hydroelectric California Renewables Portfolio Standard Program

  ―All information on this form and any attachments is subject to public disclosure―   
Section I:  Applicant Information  
Name of Applicant:
Company Name:  
Person Completing Form (if different from Applicant):  
Section II:  Facility Information  
Name of Facility:  
Location (provide street address of facility or attach legal description of site): 
City:                                                             County:                                                           State: 
CEC-RPS#                        (ID# issued under the Renewables Portfolio Standard, if application is amendment or renewal)  
Section III:  Pre-Certification  
Additional Required Information for Small Hydroelectric Applicants 
1.  Does/will the facility use pumped storage for electricity generation?       Yes       No  
If yes, applicant certifies that the facility meets all of the following requirements:  
The facility meets the RPS eligibility requirements for small hydroelectric facilities in #4 below,  
and
The electricity used to pump the water qualifies as RPS-eligible. (The amount of energy that may qualify for   
the RPS is the amount of electricity dispatched from the system.)  
A facility certified as RPS-eligible may include an electricity storage device if it does not conflict with other RPS-
eligibility criteria, but the storage unit itself will not be separately certified. 
2. Is/will the facility (be) a small conduit hydroelectric facility?      Yes (If yes, skip to #5)         No  

  3.  RPS Eligibility for Small Hydroelectric Facilities   

  Choose ONE   
     If facility commenced/will commence commercial operations before January 1, 2006,applicant certifies that the facility meets all of the following requirements:  
Is 30 MW or less in capacity, with an exception for eligible energy efficiency   improvements as discussed below. 
Located in-state or satisfies out-of-state requirements.  
Under contract to or owned by a retail seller as of December 31, 2005.  
Eligible Efficiency Improvements: If efficiency improvements undertaken after January 1, 2003,  cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion  of water from a watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS- eligible. 
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     If facility commenced/will commence commercial operations or was/will berepowered on or after January 1, 2006, applicant certifies that the facility meets/willmeet all of the following requirements:  
Is 30 MW or less in capacity, with an exception for eligible energy efficiency   improvements as discussed below. 
Located in-state or satisfies out-of-state requirements.  
Does not require a new or increased appropriation or diversion of water from a   water course. 
Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility  commences commercial operations cause facility to exceed 30 MW and do not require a new or  increased appropriation or diversion of water from a watercourse, facility shall not lose RPS  eligibility and all capacity shall be RPS-eligible.  

  4.  RPS and SEP Eligibility for Small Hydroelectric Facilities   
     For SEP eligibility, applicant certifies that the facility meets/will meet all of the following requirements:  
Commenced operations or was repowered on or after January 1, 2006.  
Is 30 MW or less in capacity, with an exception for eligible efficiency improvements.  
Located in-state or satisfies out-of-state requirements.  
Does not require a new or increased appropriation or diversion of water under Water Code Section   1200 et seq. or any other provision of law authorizing an appropriation of water. 
Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility commences commercial  operations cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion of water from a  watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-eligible. However, the facility may only  qualify for SEPs for a capacity of up to 30 MW. 
5. RPS Eligibility for Small  Conduit Hydroelectric Facilities  
     If facility commenced commercial operations before January 1, 2007, applicantcertifies that the facility meets all of the following requirements:  
Is 30 MW or less in capacity, with an exception for eligible energy efficiency   improvements as discussed below. 
NOT located on Federal lands and utilizes for its generation only the hydroelectric   potential of a manmade conduit, which is operated for the distribution of water foragricultural, municipal, or industrial consumption and NOT primarily for the  
generation of electricity as specified in Section 823(a) of Title 16 of the UnitedStates Code. 
Located in-state or satisfies out-of-state requirements.  
Eligible Efficiency Improvements: If efficiency improvements undertaken after January 1, 2003,  cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion  of water from a watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS- eligible.  

  Choose ONE   
     If facility commenced/will commence commercial operations on or afterJanuary 1, 2007, applicant certifies that the facility meets/will meet all of the followingrequirements:  
Is 30 MW or less in capacity, with an exception for eligible energy efficiency   improvements as discussed below. 
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NOT located on Federal lands and utilizes for its generation only the hydroelectric   potential of a manmade conduit, which is operated for the distribution of water foragricultural, municipal, or industrial consumption and NOT primarily for the  
generation of electricity as specified in Section 823(a) of Title 16 of the UnitedStates Code. 
Located in-state or satisfies out-of-state requirements.  
Does not require a new or increased appropriation or diversion of water from a   watercourse. 
Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility  commences commercial operations cause facility to exceed 30 MW and do not require a new or  increased appropriation or diversion of water from a watercourse, facility shall not lose RPS  eligibility and all capacity shall be RPS-eligible.  
6. RPS and SEP Eligibility for Small Conduit Hydroelectric Facilities  
     For SEP eligibility, applicant certifies that the facility meets/will meet all of the following requirements:  
Commenced operations or was repowered on or after January 1, 2007.  
Is 30 MW or less in capacity, with an exception for eligible efficiency improvements.  
NOT located on Federal lands and utilizes for its generation only the hydroelectric potential of a manmade   conduit, which is operated for the distribution of water for agricultural, municipal, or industrial consumption
and NOT primarily for the generation of electricity as specified in Section 823(a) of Title 16 of the United   States Code 
Located in-state or satisfies out-of-state requirements.  
Does not require a new or increased appropriation or diversion of water under Water Code Section 1200 et   seq. or any other provision of law authorizing an appropriation of water. 
Eligible Efficiency Improvements: If efficiency improvements undertaken after the facility commences commercial  operations cause facility to exceed 30 MW and do not require a new or increased appropriation or diversion of water from a  watercourse, facility shall not lose RPS eligibility and all capacity shall be RPS-eligible. However, the facility may only  qualify for SEPs for a capacity of up to 30 MW. 
7. Permits and Licenses for Small Hydroelectric and Small Conduit Hydroelectric Facilities  
A new or repowered small hydroelectric or small conduit hydroelectric facility is not eligible for the RPS or SEPs if itrequires/will require any of the following:  
Facility located within California 
Facility located outside California 
A new or revised permit from the State Water   Resources Control Board for a new appropriation of
water. 
A new permit or license from the SWRCB for a new   diversion of water. 
An increase in the volume or rate of water diverted   
that would require a new permit or license from theSWRCB. 
An increase in the volume or rate of water diverted   under an existing right, even if such a change wouldnot require a water right permit, license or statementfrom the SWRCB. 
A new permit or license from any government body   
for a new appropriation of water. 
A new permit or license from any government body   
for a new diversion of water. 
An increase in the volume or rate of water diverted   under an existing right, even if such a change wouldnot require a new permit, license or statement fromany government body. 
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Note: If a new or repowered small hydroelectric facility or conduit hydroelectric facility located in-state or out-of-state can  demonstrate that it could operate without a new or increased appropriation or diversion of water, it may be eligible for the RPS  and SEPs. 

  Attach the documentation specified in the section titled "Supplemental Instructions for Small Hydroelectric 
and Small Conduit Hydroelectric Facilities" in the Renewables Portfolio Standard Eligibility Guidebook    
Applicant's signed attestation on Form CEC-RPS-1B applies to the information provided herein. 
For pre-certification, complete all applicable portions of this Supplement and submit with  completed and signed CEC-RPS-1B form and all necessary attachments to: 
California Energy Commission  Attn:  RPS Pre-Certification  1516 Ninth Street, MS-45  Sacramento, CA 95814 
REMINDER:  
HAVE YOU INCLUDED   
ALL NECESSARY ATTACHMENTS? 
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